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• Pneumatic sorter
• 2 ways: ok / ko
• Passage channel: 30x30 mm
• Switching time: 120 mS
• Pneumatic valve 24Vdc

Fixing tools LED-X01 required

EJ-2P-30x30

• Motorized sorter
• 2-ways: ok / ko
• Passage channel: 30x30 mm
• Switching time: 28 mS

EJ-2M-30x30

• Pneumatic sorter
• 2-ways: ok / ko
• Passage channel: 45x45 mm
• Switching time: 120 mS
• Pneumatic valve 24Vdc

EJ-2P-45x45

Fixing tools LED-X01 required

• Motorized sorter
• 2-ways: ok / ko
• Passage channel: 55x55 mm
• Switching time: 56 mS

Fixing tools LED-X01 required

EJ-2M-55x55

• Pneumatic sorter
• 2-ways: ok / ko
• Passage channel: 80x90 mm
• Switching time: 200 mS
• Pneumatic valve 24Vdc

EJ-2P-80x90

• Adapter to connect the EJ-2M to 
a gauge not LED50.

Power supply included

EJ-ADA-01

• Pneumatic sorter 
• 5-ways: -- / - / ok / + / ++
• Passage channel: 80x90 mm
• Switching time: 200 mS

Fixing tools LED-X01 required

EJ-5P-80x90

• Pneumatic sorter
• 5-ways: -- / - / ok / + / ++
• Switching time: 120 mS
• Pneumatic valve 24Vdc

Fixing tools LED-X01 required

EJ-5P-45x45

• Pneumatic sorter
• 3 ways: - / ok / +
• Passage channel: 80x90 mm
• Switching time: 200 mS
• Pneumatic valve 24Vdc

Fixing tools LED-X01 required

EJ-3P-80x90

• Pneumatic sorter
• 3-ways: - / ok / +
• Passage channel: 45x45 mm
• Switching time: 120 mS
• Pneumatic valve 24Vdc

Fixing tools LED-X01 required

EJ-3P-45x45

• Fixing tool for sorter up to 
80x90 mm 

LED-X01

Pneumatic sorter
5-ways: -- / - / ok / + / ++
Passage channel: 180x160 mm
Switching time: 600 mS

Base stand included

EJ-5P-180x160
• Pneumatic sorter
• 3-ways: - / ok / +
• Passage channel: 180x160 mm
• Switching time: 600 mS

Base stand included

EJ-3P-180x160
• Pneumatic sorter
• 3-ways: - / ok / +
• Passage channel: 120x120 mm
• Switching time: 400 mS

Base stand included

EJ-3P-120x120


